
stainless steel valve

zinc plated handle
Schedule 80 steel barrel

CoolGrip™ Handle360° live swivels MODEL SG1
includes AC00803

& AC00815

The SteamGun™ components are designed to
withstand the most severe conditions. The valve body
is stainless steel which resists chemical erosion. The
handles are zinc plated for rust prevention. The
barrels are schedule 80 steel pipe to endure rough
handling, and can even withstand being run over by
equipment. The Cool Grip™ is perforated steel and is
spring mounted to ensure cool hands. The swivels for
both the barrel connection and hose inlet are brass
and stainless steel and ensure fatigue-free operation
for extended use.

For those who are serious about using the most
durable, long-lived, fatigue-free, industrial steam and
hot water gun available today, the Walters
SteamGun™ is the ideal product.

STEAMGUN™ ANDSTEAMGUN™ AND
COOLGRIP™ BARRELSCOOLGRIP™ BARRELS

WALTERS STEAMGUNS™ ARE NOW EXCLUSIVELY MANUFACTURED BY

SIOUX Corporation purchased and now manufactures the Walters
SteamGun.™ This gun is ideal for extreme applications where operators
are dealing with the most difficult to clean grease. The guns are capable of
handling steam up to 450°F @1500 PSI. Because of the proprietary valve
design, the guns are capable of high volume with minimal pressure loss.
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PART STEAMGUN™ INLET LEVER BARREL HOSE GUN
NUMBER MODEL SIZE OPERATION SWIVEL SWIVEL BARREL

AC00802
SG1 1/2" YES YES YES 36"

AC00815
AC00803

SG2 1/2" YES YES NO 36"
AC00815
AC00802 SG3 1/2" YES YES YES NO
AC00803 SG4 1/2" YES YES NO NO
AC00804 SG5 3/4" YES YES NO NO
AC00806

SG6 1/2" YES NO NO 36"AC00815
AC00806 SG7 1/2" YES NO NO NO
AC00811

SG8 1/2" NO YES YES 36"
AC00815
AC00809

SG9 1/2" NO YES NO 36"
AC00815
AC00809 SG10 1/2" NO YES NO NO
AC00810 SG11 1/2" NO YES YES NO
AC00811 SG12 1/2" NO NO NO 36"
AC00812 SG13 3/4" YES NO NO 36" w/TG
AC00813 SG14 3/4" YES NO YES 36"w/TG




